U. AMENDMENTS 

Please cancel claims 52 and 56 and amend claims 53 and 57-59, as follows: 

Claims: 



1 . (Original) A method for perfomiing parallel decompression of conq)ressed data, 
wherein the conpressed data conqjrises a conpressed representation of xmcon5)ressed data, the 
uncompressed data having a plurality of symbols, the method comprising: 

receiving the compressed data, wherein the compressed data comprises tokens each 
describing one or more of the symbols in the uncompressed data; 

examining a plurality of tokens from the compressed data in parallel in a current 
deconpression cycle; 

generating a plurality of selects in parallel in response to examining the plurality of tokens in 
parallel, wherein each of the plurality of selects points to a symbol in a combined 
history window; and 

generating the uncompressed data comprising the plurality of symbols using the pluraUty of 
selects. 

2. (Original) The method of claim 1, further comprising: 

storing the uncompressed plurality of symbols from the current decompression cycle in the 
combined history window. 

3. (Original) The method of claim 2, 

wherein, in the current decompression cycle prior to said storing the unconq)ressed plurality 
of symbols, the combined history window includes an uncompressed plurality of symbols from any 
previous decompression cycles and zero or more data bytes from the current decompression cycle. 
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4. (Original) The method of claim 1 , wherein said examining the pluraUty of tokens 
includes generating, for each token, size and count information and at least one of a data byte or 
index information; and 

wherein said generating the plurality of selects in parallel uses the size and count information 
and at least one of the data byte or index information for each of the pluraUty of 
tokens. 

5. (Original) The method of claim 4, 

wherein a size for a token defines the number of bits con5)rising the token; 
wherein a count for a token defines the number of symbols in the unconq)ressed data 
described by the token, 

6. (Original) The method of claim 1 , 

wherein the combined history window includes one or more data bytes from the current 

decompression cycle; and 
wherein one or more of the plurality of selects in the current deconq)ression cycle point to one 

or more of the data bytes in the combined history window. 

7. (Original) The method of claim 6, wherein said generating the plurality of selects in 
parallel uses index information generated for one or more of the plurality of tokens to generate the 
one or more selects pointing to the one or more of the data bytes in the combined history window. 

8. (Original) The method of claim 1, 

wherein the combined history window includes one or more xmcompressed symbols from one 

or more previous decompression cycles; and 
wherein one or more of the plurality of selects in the current deconq)ression cycle point to one 

or more of the uncompressed symbols in the combined history window from the one 

or more previous deconpression cycles. 

9. (Original) The method of claim 8, wherein said generating the pluraUty of selects in 
parallel uses index information generated for one or more of the plurality of tokens to generate the 
one or more selects pointing to the one or more of the uncon5)ressed symbols in the combined history 
window. 
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10. (Original) The method of claim 1 , wherein the combined history window includes an 
unconqjressed plurality of symbols from one or more previous decompression cycles and data bytes 
from the current decompression cycle, wherein said generating the plurality of selects in parallel 
con:q)rises: 

generating a first select to point to a data byte in the combined history window in response to 
a first token indicating that uncompressed data represented by the first token is the 
data byte; and 

generating a second select to point to a first symbol in the combined history window in 
response to a second token indicating that uncompressed data represented by the 
second token includes the first symbol in the combined history window. 

1 1 . (Original) The method of claim 1 0, wherein the imcompressed data represented by the 
second token includes one or more symbols following the first symbol in the combined history 
window, wherein selects are generated to point to each of the one or more symbols in the combined 
history window comprising the unconq)ressed data represented by the second token. 

12. (Original) The method of claim 1, wherein the combined history window includes an 
uncompressed plurality of symbols from one or more previous decompression cycles and data bytes 
from the current decompression cycle, wherein said generating the plurality of selects in parallel 
conprises: 

generating a first select to point to a first symbol being decompressed from a first token in the 
current deconq)ression cycle, wherein the first select is generated in response to a 
second token indicating that uncompressed data represented by the second token 
includes the first symbol, and wherein the first symbol is not in the combined history 
window. 

13. (Original) The method of claim 12, further comprising resolving the first select to 
point to one of a symbol in the current combined history window or a data byte in the ciurent 
combined history window. 

14. (Original) The method of claim 12, further con^rising copying a second select being 
generated for the first token to the first select, wherein the second select points to one of a symbol in 
the combined history window or a data byte in the combined history window. 
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1 5. (Original) The method of claim 1 , wherein the combined history window includes an 
uncompressed plurality of symbols from one or more previous decompression cycles, wherein storing 
the uncompressed plurality of symbols from the current deconq)ression cycle in the combined history 
window includes removing from the combined history window at least a portion of the uncompressed 
pluraUty of symbols from the one or more previous decon5)ression cycles. 

16. (Original) The method of claim 1, wherein said examining the pluraUty of tokens in 
parallel comprises: 

extracting a portion of the con5)ressed data as an input data, wherein the input data includes 

the plurality of tokens; 
extracting one or more tokens from the input data; and 

generating, for each token, size and count infonnation and at least one of a data byte or index 
information. 

17. (Original) The method of claim 16, wherein a plurality of decoders are operable to 
examine the plurality of tokens in parallel in the current deconpression cycle, wherein said extracting 
the one or more tokens conq)rises: 

a) determining if there are more tokens to be unconpressed in the input data; 

b) determining if there is a decoder available in the plurality of decoders; 

c) extracting a token from the input data to be a current token in response to determining 
that a decoder is available; 

d) determining the number of uncon5)ressed symbols to be generated by the current 
token; 

e) assigning the current token to the available decoder; and 

f) repeating a) through e) until a terminating condition is encoimtered. 

18. (Original) The method of claim 17, wherein the terminating condition is encountered 

when: 

step a) determines there are no more tokens in the input data; or 

step b) determines there are no more decoders available in the plurality of decoders; or 

step d) determines that a total number of unconpressed sjonbols to be generated from the 

plurality of tokens to be examined in parallel has met or exceeded a maximum output 

width. 
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19. (Original) The method of claim 17, wherein said extracting the one or more tokens 
further cortq^rises determining a size of each of the one or more tokens. 

20. (Original) The method of claim 17, wherein said extracting the one or more tokens 
further conprises: 

determining if a token in the input data is a complete token or an inconplete token, wherein 
the token is extracted from the input data to be the current token in response to 
determining the token is a complete token; 

wherein the terminating condition is encountered in response to determining the token is an 
inconplete token. 

21 . (Original) The method of claim 17, wherein said extracting the one or more tokens 
further comprises: 

shifting the compressed data by a total size of one or more decon^ressed tokens, where 
shifting the conq)ressed data prepares a next input data to be extracted. 

22. (Original) The method ofclaiml, wherein said generating a plurality of selects 
comprises generating at most M selects to at most M symbols in a deconpression cycle. 

23. (Original) The method of claim 22, wherein a token describes N symbols, and 
wherein completing the decompression of the token requires at least N/M decompression cycles, 
wherein N/M is rounded up to the next highest integer if N is not evenly divisible by M. 

24. (Original) The method of claim 1, wherein said receiving the compressed data, said 
examining a plurality of tokens, said generating a pluraUty of selects, and said generating the 
uncompressed data con5)rising the plurality of symbols are performed substantially concurrently in a 
pipelined fashion. 

25. (Original) A method for performing parallel decompression of compressed data, 
wherein the compressed data comprises a compressed representation of uncompressed data, the 
uncompressed data having a plurality of symbols, the method comprising: 

receiving the con:5)ressed data, wherein the compressed data con5)rises tokens each 
describing one or more of the symbols in the uncompressed data; 
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examining one or more tokens from the compressed data in a current decompression cycle; 
generating a plurality of selects in parallel in response to examining the one or more tokens, 

wherein each of the plurality of selects points to a symbol in a combined history 

window; and 

generating the uncompressed data con5)rising the plurality of symbols using the plurality of 
selects. 

26. (Original) The method of claim 25, further conprising: 

storing the uncompressed plurality of symbols from the current decompression cycle in the 
combined history window. 

27. (Original) The method of claim 26, 

wherein, in the current deconpression cycle prior to said storing the unconpressed plurality 
of symbols, the combined history window includes an uncompressed plurality of 
symbols from any previous deconq)ression cycles and zero or more data bytes from 
the cxirrent decompression cycle. 

28. (Original) The method of claim 25, wherein said examining the one or more tokens 
includes generating, for each token, size and count information and at least one of a data byte or 
index information; and 

wherein said generating the plurality of selects in parallel uses the size and count information 
and at least one of the data byte or index information for each of the one or more 
tokens. 

29. (Original) The method of claim 25, wherein said examining the one or more tokens 
comprises examining a plurality of tokens in parallel in the current decon^ression cycle. 

30. (Original) The method of claim 25, 

wherein the combined history window includes one or more data bytes from the current 

decompression cycle; and 
wherein one or more of the plurality of selects in the current decon5)ression cycle point to one 

or more of the data bytes in the combined history window. 
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3 1 . (Original) The method of claim 30, wherein said generating the plurality of selects in 
parallel uses index information generated for the one or more tokens to generate the one or more 
selects pointing to the one or more of the data bytes in the combined history window. 

32. (Original) The method of claim 25, 

wherein the combined history window includes one or more uncompressed symbols from one 

or more previous deconq)ression cycles; and 
wherein one or more of the plurality of selects in the current decompression cycle point to one 

or more of the uncompressed symbols in the combined history window from the one 

or more previous decompression cycles. 

33. (Original) The method of claim 32, wherein said generating the plurality of selects in 
parallel uses index information generated for one or more of the plurality of tokens to generate the 
one or more selects pointing to the one or more of the uncorqpressed symbols in the combined history 
window. 

34. (Original) The method of claim 25, wherein the combined history window includes an 
imcompressed plurality of symbols from one or more previous deconpression cycles and data bytes 
from the current decon^ression cycle, wherein said generating the pluraUty of selects in parallel 

comprises: 

generating a first select to point to a data byte in the combined history window in response to 
a first token indicating that uncon5)ressed data represented by the first token is the 
data byte; and 

generating a second select to point to a first symbol in the combined history window in 
response to a second token indicating that uncompressed data represented by the 
second token includes the first symbol in the combined history window. 

35. (Original) The method of claim 34, wherein the uncompressed data represented by the 
second token includes one or more symbols following the first symbol in the combined history 
window, wherein selects are generated to point to each of the one or more symbols in the combined 
history window comprising the uncompressed data represented by the second token. 
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36. (Original) A method for performing parallel decompression of compressed data, 
wherein the compressed data conqsrises a compressed representation of uncon5)ressed data, the 
uncompressed data having a plurality of symbols, the method conprising: 

receiving the conq)ressed data, wherein the compressed data conprises tokens each 
describing one or more of the symbols in the uncompressed data; 

examining a plurality of tokens in parallel from the con5)ressed data in a current 
decompression cycle; 

generating a plurality of selects in response to examining the one or more tokens, wherein 

each of the plurality of selects points to a symbol in a combined history window; and 

generating the uncompressed data comprising the plurality of symbols using the plurality of 
selects. 

37. (Original) The method of claim 36, wherein the plurality of selects are generated in 
parallel 

38. (Original) The method of claim 37, wherein the plurality of selects are generated 
substantially concurrently. 

39. (Original) A method for performing parallel decompression of compressed data, 
wherein the corrpressed data conprises a compressed representation of uncompressed data, the 
unconpressed data having a plurality of symbols, the method conprising: 

receiving the compressed data, wherein the conpressed data comprises tokens each 
describing one or more of the symbols in the uncompressed data; 

examining a plurality of tokens from the compressed data in parallel in a current 
decompression cycle; 

generating a plurality of selects in parallel in response to examining the plurality of tokens in 
parallel, wherein zero or more of the plurality of selects point to a symbol in a history 
window, wherein remaining ones of the plurality of selects point to a current data byte 
from the current decompression cycle; 

generating an unconrpressed data stream coirprising the plurality of symbols using the 
pluraKty of selects; and 

storing the unconpressed plurality of symbols from the current deconpression cycle in the 
history window. 
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40. (Original) A method for performing parallel decompression of con5)ressed data, 
wherein the compressed data comprises a conqjressed representation of uncon5)ressed data, the 
uncorrpressed data having a plurality of symbols, the method comprising: 

receiving the compressed data, wherein the compressed data comprises tokens each 
describing one or more of the symbols in the uncompressed data; 

examining a plurality of tokens from the compressed data in parallel in a current 
deconpression cycle; 

generating, for each token, size and count information and at least one of a data byte or index 

information, wherein a size for a token defines the number of bits comprising the 

token, wherein a count for a token defines the number of symbols in the uncompressed 

data described by the token; 
generating a plurality of selects in parallel using the size and count information and at least 

one of the data byte or index information, wherein each select points to a symbol in a 

combined history window; 
generating the imcompressed data stream comprising the plurality of symbols using the 

plurality of selects; and 
storing the uncompressed plurality of symbols from the current decompression cycle in the 

combined history window. 

41. (Original) The method of claim 40, 

wherein the combined history window includes unconpressed plurality of symbols from zero 
or more previous decon5)ression cycles and one or more data bytes from the current 
decompression cycle; 

wherein, if data byte information is generated for a token, said generating the plurality of 

selects in parallel uses the data byte information generated for the token to generate a 
select to one of the one or more data bytes in the combined history window; and 

wherein, if index information is generated for the token, said generating the plurality of 

selects in parallel uses the index information generated for the token to generate one or 
more selects to one or more of the uncompressed plurality of symbols in the combined 
history window. 
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42. (Original) A method for performing parallel decompression of compressed data, 
wherein the compressed data conqjrises a con5)ressed representation of uncompressed data, the 
uncompressed data having a plurality of symbols, wherein a plurality of decoders are operable to 
decode in parallel a plurality of tokens from the compressed data in a current decompression cycle, 
wherein, for a current deconpression cycle, the method comprises: 

a) examining a section of the conq)ressed data, wherein the section of the compressed data 

comprises tokens each describing one or more of the symbols in the unconpressed 
data; 

b) determining if there is a decoder available in the plurality of decoders; 

c) extracting a token from the section of the compressed data in response to determining that 

there is a decoder available; and 

d) decompressing the token, wherein decompressing the token conq)rises: 

generating one or more selects from the token, wherein the one or more selects point to one or 

more symbols in a combined history window; 
generating the uncompressed data stream conprising the one or more symbols using the one 

or more selects; and 

storing the uncompressed one or more symbols generated from the token in the combined 
history window. 

43. (Original) The method of claim 42, wherein b) and c) are repeated in the current 
decon5)ression cycle until there are no more decoders available in the plurality of decoders. 

44. (Original) The method of claim 42, wherein the plurality of tokens are extracted from 
the section of the conpressed data by repeating b) and c) in the current decompression cycle, and 
wherein d) is performed in parallel for the plurality of tokens in the current decompression cycle. 

45. (Original) The method of claim 44, repeating a) - d) for each of a plurality of 
decompression cycles until all of the tokens in the con:5)ressed data have been decompressed. 

46. (Original) The method of claim 42, wherein each of the plurality of decoders is 
operable to decode one of the plurality of tokens in the current decompression cycle, and wherein c) 
further comprises: 

assigning the extracted token to the available decoder for decoding; and 
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generating size and count information and at least one of a data byte or index information for 
the token being decoded on the available decoder. 

47. (Original) The method of claim 46, wherein said generating the one or more selects 
for the token uses the size and count information and at least one of the data byte or index 
information; 

wherein a size for a token defines the number of bits comprising the token; and 
wherein a count for a token defines the number of symbols in the unconq)ressed data 
described by the token. 

48. (Original) The method of claim 42, 

wherein the combined history window includes one or more data bytes fi-om the current 

decompression cycle; and 
wherein one or more of the selects in the current decompression cycle point to one or more of 

the data bytes in the combined history window. 

49. (Original) The method of claim 48, wherein said generating the one or more selects 
for the token uses index information generated for the token to generate a select pointing to one of the 
one or more data bytes in the combined history window. 

50. (Original) The method of claim 42, 

wherein the combined history window includes one or more uncompressed symbols fi'om one 

or more previous decompression cycles; and 
wherein one or more of the selects in the current decompression cycle point to one or more of 

the unconpressed symbols in the combined history window fi-om the one or more 

previous decon5)ression cycles. 

51 . (Original) The method of claim 50, wherein said generating the one or more selects in 
parallel uses index information generated for the token to generate the one or more selects pointing to 
the one or more of the unconq)ressed symbols in the combined history window. 

52. (Canceled) 
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53. (Currently amended) Th e m e thod of claim 52. further comprisi ajg fA method for 
performing parallel decompression of compressed data, wherein the compressed data conprises a 
corrpressed representation of uncompressed data, the uncompressed data having a plurality of 
symbols, the method comprising: 

receiving the coirpressed data, wherein the compressed data comprises tokens each 
describing one or more of the symbols in the uncompressed data; 

examining a plurality of tokens from the compressed data in parallel in a current 
decompression cvcle; 

generating the uncompressed data comprising the plurality of symbols in response to said 
examining; and 

generating a plurality of selects in response to examining the plurality of tokens in parallel, 
wherein each of the plurality of selects points to a symbol in a combined history 
window; 

wherein said generating the uncon^Dressed data xises the plurality of selects. 

54. (Original) The method of claim 53, wherein the plurality of selects are generated in 
parallel. 

55. (Previously presented) The method of claim 53, wherein said generating the 
unconqDressed data includes storing the uncompressed plurahty of symbols from the current 
deconpression cycle in the combined history window. 

56. (Canceled) 

57. (Currently amended) Th e s yst e m of claim 56, A system for performing parallel 
decompression of conyressed data, wherein the compressed data comprises a compressed 
representation of uncompressed data, wherein the uncompressed data conqprises uncompressed 
symbols, the system comprising: 

an input for receiving the compressed data, wherein the compressed data comprises tokens 
each describing one or more of the symbols in the \mcon:q)ressed data; 

a decompression engine for deconyressing a plurality of tokens from the conpressed data in 
a parallel fashion, wherein the deconqjression engine is operable to generate a 
plurahty of imcompressed symbols described by the plurality of tokens; 
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an output coupled to the decompression engine for outputting the plurality of imconyressed 
symbols in the uncompressed data in response to the deconq)ression of the plurality of 
tokens; and 

wherein the decompression engine includes a combined history window comprising a 

pluraUty of uncon5)ressed symbols, and wherein the decompression engine is further 
operable to: 

a) examine the plurality of tokens from the conyressed data in parallel in a current 

deconpression cycle; 

b) generate a plurality of selects in response to examining the plurality of tokens in 

parallel, wherein each of the plurality of selects points to an uncompressed 
symbol in the combined history window; 

c) generate the unconq)ressed data conprising the uncon5)ressed symbols pointed to 

by the plurality of selects; and 

d) store the uncompressed symbols from the current decompression cycle in the 

combined history window. 

58. (Currently amended) The system of claim 561, wherein the decompression engine 
includes a combined history window comprising a plurality of unconq^ressed symbols, and wherein 
the decompression engine is further operable to: 

a) examine one or more tokens from the con:q)ressed data in a current decompression cycle; 

b) generate a plurality of selects in parallel in response to examining the one or more tokens in 

parallel, wherein each of the plurality of selects points to an uncompressed symbol in 
the conibined history window; 

c) generate the uncompressed data conprising the uncompressed symbols pointed to by the 

plurality of selects; and 

d) store the uncompressed symbols from the current decompression cycle in the combined 

history window, 

59. (Currently amended) The system of claim 567, wherein the decompression engine 
includes a combined history window conprising a plurality of uncompressed symbols, and wherein 
the decompression engine is further operable to: 

a) examine a plurality of tokens from the compressed data in parallel in a current 
decompression cycle; 
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b) generate a plurality of selects in parallel in response to examining the plurality of tokens in 

parallel, wherein each of the plurality of selects points to an uncompressed symbol in 
the combined history window; 

c) generate the uncompressed data conprising the uncompressed symbols pointed to by the 

plurality of selects; and 

d) store the unconpressed symbols from the current decompression cycle in the combined 

history window. 

60. (Original) The system of claim 59, wherein the decompression engine is further 
operable to repeat a) through d) until all of the tokens in the compressed data have been 
decompressed. 

61. (Original) The system of claim 59, 

wherein, in the current decompression cycle prior to said storing the unconq)ressed plurality 
of symbols, the combined history window includes an uncompressed plurality of 
symbols from any previous decompression cycles and zero or more data bytes from 
the current decompression cycle. 

62. (Original) The system of claim 59, wherein the decompression engine is further 
operable to: 

generate, for each token, size and count information and at least one of a data byte or index 
information, wherein a size for a token defines the number of bits comprising the 
token, wherein a count for a token defines the number of symbols in the uncompressed 
data described by the token; 

wherein said generating the plurality of selects in parallel uses the size and count information 
and at least one of the data byte or index information for each of the plurality of 
tokens. 

63. (Original) The system of claim 59, 

wherein the combined history window includes one or more data bytes from the current 

decompression cycle; and 
wherein said generating the plurality of selects in parallel uses data byte information 

generated for the token to generate a select to one of the one or more data bytes in the 

combined history window. 
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64. (Original) The system of claim 59, 

wherein the combined history window includes the uncompressed pluraUty of symbols from 

one or more previous deconpression cycles; and 
wherein said generating the plurality of selects in parallel uses index information generated 

for the token to generate one or more selects to one or more of the uncon:5)ressed 

plurality of symbols from one or more previous deconqjression cycles in the combined 

history window. 

65. (Original) The system of claim 59, wherein the combined history window includes 
the uncompressed plurality of symbols from one or more previous decompression cycles and data 
bytes from the current decompression cycle, and wherein said generating the plurality of selects in 
parallel con5)rises: 

generating a &st select to point to a data byte in the combined history window in response to 
a first token indicating that unconq)ressed data represented by the first token is the 
data byte; and 

generating a second select to point to a first symbol in the combined history window in 
response to a second token indicating that uncon^ressed data represented by the 
second token includes the first symbol in the combined history window. 

66. (Original) The system of claim 65, wherein the uncompressed data represented by the 
second token includes one or more symbols following the first symbol in the combined history 
window, wherein selects are generated to point to each of the one or more symbols in the combined 
history window comprising the uncon5)ressed data represented by the second token. 

67. (Original) The system of claim 59, wherein the combined history window includes an 
uncompressed plurality of symbols from one or more previous decompression cycles and data bytes 
from the current decompression cycle, wherein said generating the plurality of selects in parallel 
comprises: 

generating a first select to point to a first symbol being decon5)ressed from a first token in the 
current decon^ression cycle, wherein the first select is generated in response to a 
second token indicating that uncon5)ressed data represented by the second token 
includes the first symbol, and wherein the first symbol is .not in the combined history 
window. 
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68. (Original) The system of claim 67, further coir5)rising resolving the first select to 
point to one of a symbol in the current combined history window or a data byte in the current 
combined history window. 

69. (Original) The system of claim 67, further con^jrising copying a second select being 
generated for the first token to the first select, wherein the second select points to one of a symbol in 
the combined history window or a data byte in the combined history window. 

70. (Original) The system of claim 59, wherein storing the uncompressed plurality of 
symbols from the current decompression cycle in the combined history window comprises removing 
from the combined history window at least a portion of an uncon^ressed plurality of symbols from 
one or more previous deconq^ression cycles. 

7 1 . (Original) The system of claim 59, wherein said receiving the compressed data, said 
examining a plurality of tokens, said generating a plurahty of selects, and said generating the 
unconpressed data comprising the plurality of symbols are performed substantially concurrently in a 
pipelined fashion. 

72. (Original) A system for performing parallel decompression of conpressed data, 
wherein the compressed data comprises a compressed representation of uncompressed data, wherein 
the uncompressed data comprises uncompressed symbols, the system comprising: 

an input for receiving the compressed data, wherein the conqDressed data comprises tokens 
each describing one or more of the symbols in the uncompressed data; 

a combined history window comprising a plurality of uncompressed symbols; 

a first stage operable to examine a plurality of tokens from the compressed data in parallel in a 
current decompression cycle; 

a second stage operable to generate a plurality of selects in parallel in response to the first 
stage examining the plurality of tokens in parallel, wherein each of the plurality of 
selects points to an uncompressed symbol in the combined history window; 

a third stage operable to: 

generate the uncompressed data comprising the unconpressed symbols pointed to by 
the plurality of selects generated by the second stage; and 
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store the uncon^ressed symbols from the current decompression cycle in the 
combined history window; and 
an output coupled to the third stage for outputting the plurality of uncompressed symbols in 
the uncompressed data in response to the decompression of the plurality of tokens. 

73. (Original) The system of claim 72, 

wherein, in the current deconipression cycle prior to said storing the uncon^ressed pluraKty 
of symbols, the combined history window includes an uncon:5)ressed plurality of 
symbols from zero or more previous decon:5)ression cycles and zero or more data 
bytes from the current deconpression cycle. 

74. (Original) The system of claim 72, wherein the first stage is further operable to: 
generate, for each token, size and count information and at least one of a data byte or index 

information; 

wherein the second stage generating the pluraUty of selects in parallel uses the size and coimt 
information and at least one of the data byte or index information for each of the 
pluraUty of tokens. 

75. (Original) The system of claim 72, wherein the first stage includes a plurality of 
decoders, wherein each decoder is operable to receive one token from the plurality of tokens in the 
current decoir^ression cycle, and wherein a decoder is operable to: 

generate, for a token received by the decoder, size and coimt information and at least one of a 

data byte or index information; 
wherein the second stage generating the plurality of selects in parallel uses the size and count 

information and at least one of the data byte or index information generated by the 

decoder. 

76. (Original) The system of claim 72, wherein the first stage is fixrther operable to: 
extract a portion of the compressed data as an input data, wherein the input data includes the 

plurality of tokens; and 
extract one or more tokens from the input data. 



77. (Original) The system of claim 76, wherein the first stage includes a plurality of 
decoders, wherein each decoder is operable to receive a token from the plurality of tokens in the 
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current deconq)ression cycle, wherein, during said extracting the one or more tokens, the first stage is 
further operable to: 

a) determine if there are more tokens to be uncompressed in the input data; 

b) , determine if there is a decoder available in the plurality of decoders; 

c) extract a token from the input data to be a current token in response to determining 
that a decoder is available; 

d) determine the number of unconq)ressed symbols to be generated by the current token; 

e) assign the current token to the available decoder; and 

f) repeat a) through e) until a terminating condition is encountered. 

78. (Original) The system of claim 77, wherein the terminating condition is encountered 

when: 

step a) determines there are no more tokens in the input data; or 

step b) determines there are no decoders available in the plurality of decoders; or 

step d) determines that a total number of uncompressed symbols to be generated from the 

plurality of tokens to be examined in parallel has met or exceeded a maximum output 

width. 

79. (Original) The system of claim 77, wherein, during said extracting the one or more 
tokens, the first stage is further operable to: 

determine if a token in the input data is a conplete token or an incomplete token, wherein the 
token is extracted from the input data to be the current token in response to 
determining the token is a complete token; 

wherein the terminating condition is encountered in response to determining the token is an 
incomplete token. 

80. (Original) The system of claim 76, wherein the first stage is further operable to: 
shift the compressed data by a total size of one or more decompressed tokens, where shifting 

the compressed data prepares a next input data to be extracted. 

8 1 . (Original) The system of claim 7 1 , wherein the first, second and third stages operate 
substantially concurrently in a pipelined fashion. 
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82. (Original) The system of claim 71 , further comprising: 
a first pipe register coupled to the first and second stages; and 
a second pipe register coupled to the second and third stages; 
wherein the pipe registers are operable to: 

a) receive fi-om a previous stage data generated in a first deconqjression cycle; 

b) store the data generated in the first decon5)ression cycle; 

c) send the data generated in the first decompression cycle to the next stage for 
processing by the next stage in the first decompression cycle. 

83. (Original) A system for performing parallel decompression of compressed data, 
wherein the compressed data comprises a conpressed representation of uncompressed data, wherein 
the uncon5)ressed data conprises uncon5)ressed symbols, the system comprising: 

an input for receiving the con:q)ressed data, wherein the compressed data conq)rises tokens 
each describing one or more of the symbols in the unconqjressed data; 

a combined history window comprising a plurality of imcompressed symbols; 

a first stage operable to examine a plurality of tokens fi*om the compressed data in parallel in a 
current decompression cycle; 

a second stage operable to generate a plurahty of preliminary selects in parallel in response to 
the first stage examining the plurahty of tokens in parallel, wherein each of the 
plurahty of preliminary selects points to an uncompressed symbol in the combined 
history window or to another of the preUminary selects in the current decompression 
cycle; 

^ a third stage operable to generate a plwality of final selects in parallel in response to the 
second stage generating the plurality of preliminary selects, wherein each of the 
plurahty of final selects points to an unconpressed symbol in the combined history 
window; 
a fourth stage operable to: 

generate the uncon5)ressed data comprising the imcon:q)ressed symbols pointed to by 

the plurality of final selects generated by the third stage; and 
store the uncompressed symbols fi-om the ciurent deconpression cycle in the 
combined history window; and 
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an output coupled to the fourth stage for outputting the plurality of uncoin)ressed 
symbols in the unconpressed data in response to the decompression of the 
plurality of tokens. 

84. (Original) The system of claim 83, 

wherein, in the current decompression cycle prior to said storing the unconpressed plurality 
of symbols, the combined history window includes an uncompressed plurality of 
symbols from zero or more previous deconqjression cycles and zero or more data 
bytes from the current deconpression cycle. 

85. (Original) The system of claim 83, wherein the first stage is further operable to: 
generate, for each token, size and count information and at least one of a data byte or index 

information; 

wherein the second stage generating the pluraHty of preUminary selects in parallel uses the 
size and coimt information and at least one of the data byte or index information for 
each of the plurality of tokens. 

86. (Original) The system of claim 83, wherein the first stage includes a plurality of 
decoders, wherein the decoders are operable to each receive one token from the plurality of tokens in 
the current decompression cycle, and wherein the decoders are operable to: 

generate, for a token received by the decoder, size and count information and at least one of a 

data byte or index information; 
wherein the second stage generating the plurality of preUminary selects in parallel uses the 

size and count information and at least one of the data byte or index information 

generated by the decoder. 

87. (Original) The system of claim 83, wherein a preliminary select generated by the 
second stage includes select information and overflow information, and wherein the third stage uses 
the select information and overflow information to generate a final select. 

88. (Original) The system of claim 83, wherein the first stage is further operable to: 
extract a portion of the compressed data as an input data, wherein the input data includes the 

plurality of tokens; and 
extract one or more tokens from the input data. 
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89. (Original) The system of claim 88, wherein the &st stage includes a plurality of 
decoders, wherein each decoder is operable to receive a token from the plurality of tokens in the 
current decompression cycle, wherein, during said extracting the one or more tokens, the first stage is 
further operable to: 

a) determine if there are more tokens to be uncompressed in the input data; 

b) determine if there is a decoder available in the pluraUty of decoders; 

c) extract a token from the input data to be a current token in response to determining 
that a decoder is available; 

d) determine the number of uncon:5)ressed symbols to be generated by the current token; 

e) assign the current token to the available decoder; and 

f) repeat a) through e) xmtil a terminating condition is encountered. 

90. (Original) The system of claim 89, wherein the terminating condition is encountered 

when: 

step a) determines there are no more tokens in the input data; or 

step b) determines there are no decoders available in the plurality of decoders; or 

step d) determines that a total number of uncompressed symbols to be generated from the 

plurality of tokens to be examined in parallel has met or exceeded a maximum output 

width. 

91 . (Original) The system of claim 89, wherein, during said extracting the token, the first 
stage is ftirther operable to: 

determine if the token in the input data is a complete token or an inconq)lete token, wherein 
the token is extracted from the input data to be the current token in response to 
determining the token is a complete token; 

wherein the terminating condition is encountered in response to determining the token is an 
incomplete token. 

92. (Original) The system of claim 88, wherein the first stage is fiirther operable to: 
shift the compressed data by a total size of one or more decompressed tokens, where shifting 

the conpressed data prepares a next input data to be extracted. 
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93. (Original) The system of claim 83, wherein the first, second, third and fourth stages 
operate substantially concurrently in a pipelined fashion. 

94. (Original) The system of claim 83, further conprising: 
a first pipe register coupled between the first and second stages; 

a second pipe register coupled between the second and third stages; and 
a third pipe register coupled between the third and fourth stages; 
wherein the pipe registers are operable to: 

a) receive from a previous stage data generated in a first decompression cycle; 

b) store the data generated in the first decompression cycle; 

c) send the data generated in the first decompression cycle to the next stage for 
processing by the next stage in the first decompression cycle. 

95. (Original) A memory controller, con5)rising: 
memory control logic for controlling a memory; 

a parallel decompression engine for decompressing conpressed data, wherein the compressed 
data con:q)rises a conpressed representation of uncompressed data, the uncompressed 
data having a plurality of symbols, wherein the parallel decompression engine is 
operable to: 

receive the conpressed data, wherein the compressed data comprises tokens each 

describing one or more unconpressed symbols; 
examine a plurality of tokens from the compressed data in parallel in a current 

decompression cycle; 
generate a plurality of selects in parallel in response to examining the plurality of 

tokens in parallel, wherein each of the plurality of selects points to a symbol in 

a combined history window; and 
generate the unconpressed data comprising the plurality of symbols using the plurality 

of selects. 

96. (Original) The memory controller of claim 95, wherein the parallel decompression 
engine is further operable to: 

store the uncompressed plurahty of symbols from the current deconpression cycle in the 
combined history window. 
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97. (Original) The memory controller of claim 95, wherein said examining the plurality 
of tokens includes generating, for each token, size and count information and at least one of a data 
byte or index information; and 

wherein said generating the plurality of selects in parallel uses the size and count information 
and at least one of the data byte or index information for each of the pluraUty of 
tokens. 

98. (Original) The memory controller of claim 95, wherein the combined history window 
includes an uncompressed plurality of symbols from one or more previous decompression cycles and 
data bytes from the current decompression cycle, wherein said generating the plurality of selects in 
parallel comprises: 

generating a first select to point to a data byte in the combined history window in response to 
a first token indicating that uncon5)ressed data represented by the first token is the 
data byte; and 

generating a second select to point to a first symbol in the combined history window in 
response to a second token indicating that uncon:q)ressed data represented by the 
second token includes the first symbol in the combined history window. 

99. (Original) The memory controller of claim 95, wherein the combined history window 
includes an uncompressed plurality of symbols from one or more previous decompression cycles and 
data bytes from the current decompression cycle, wherein said generating the plurality of selects in 
parallel conqjrises: 

generating a first select to point to a first symbol being decompressed from a first token in the 
current decon^ression cycle, wherein the first select is generated in response to a 
second token indicating that uncompressed data represented by the second token 
includes the first symbol, and wherein the first symbol is not in the combined history 
window. 

100. (Original) The memory controller of claim 99, ftuther conprising copying a second 
select being generated for the first token to the first select, wherein the second select points to one of 
a symbol in the combined history window or a data byte in the combined history window. 
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101. (Original) A memory controller, comprising: 
memory control logic for controlling a memory; 

a parallel decompression engine for deconpressing compressed data, wherein the compressed 
data conprises a compressed representation of uncompressed data, the imconpressed 
data having a plurality of symbols, wherein the parallel deconq)ression engine 
conprises: 

an input for receiving the conq^ressed data, wherein the con^ressed data conq)rises 
tokens each describing one or more uncompressed symbols; 

a combined history window comprising a plurality of unconpressed symbols; 

token examination logic operable to examine a plurality of tokens from the 
compressed data in parallel in a current decompression cycle; 

preliminary select generation logic operable to generate a plurality of preUminary 
selects in parallel in response to the token examination logic examining the 
plurality of tokens in parallel, wherein each of the plurality of preliminary 
selects points to an uncompressed symbol in the combined history window or 
to another of the preliminary selects in the current decompression cycle; 

final select generation logic operable to generate a plurality of final selects in parallel 
in response to the preliminary select generation logic generating the plurality 
of preliminary selects, wherein each of the plurality of final selects points to an 
unconpressed symbol in the combined history window; 

unconr5)ressed data output logic operable to: 

generate the uncompressed data conq^rising the uncompressed symbols pointed 

to by the plurality of final selects generated by the second stage; and 
store the uncon5)ressed symbols from the current deconpression cycle in the 

combined history window; and 
an output coupled to the unconq^ressed data output logic for outputting the 
pluraUty of uncompressed symbols in the uncompressed data in 
response to the deconq)ression of the plurality of tokens. 
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1 02. (Original) The memory controller of claim 101, wherein the token examination logic 
includes a plurality of decoders, wherein the decoders are operable to each receive one token from the 
plurality of tokens in the current decon^ression cycle, and wherein the decoders are operable to: 

generate, for each token, size and count information and at least one of a data byte or index 
information; 

wherein the preliminary select generation logic uses the size and count information and at 
least one of the data byte or index information generated by the decoders to generate 
the plurality of preliminary selects in parallel. 

103. (Original) A memory module, comprising: 
one or more memory devices for storing data; 

a parallel decompression engine for deconpressing compressed data, wherein the conyressed 
data con:q)rises a conq)ressed representation of uncompressed data, the uncompressed 
data having a plurality of symbols, wherein the parallel decon5)ression engine is 
operable to: 

receive the con5)ressed data, wherein the con^ressed data conprises tokens each 

describing one or more uncompressed symbols; 
examine a plurality of tokens from the con5)ressed data in parallel in a current 

decompression cycle; 
generate a plurality of selects in parallel in response to examining the plurality of 

tokens in parallel, wherein each of the plurality of selects points to a symbol in 

a combined history window; 
generate uncompressed data comprising the plurality of symbols. 

104. (Original) The memory module of claim 103, wherein the parallel decompression 
engine is further operable to: 

store the uncompressed plurality of symbols from the current decompression cycle in the 
combined history window. 
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105. (Original) The memory module of claim 103, wherein said examining the plurality of 
tokens includes generating, for each token, size and count information and at least one of a data byte 
or index information; and 

wherein said generating the plurality of selects in parallel uses the size and count information 
and at least one of the data byte or index information for each of the plurality of 
tokens. 

106. (Original) The memory module of claim 103, wherein the combined history window 
includes an uncompressed plurality of symbols from one or more previous deconqjression cycles and 
data bytes from the current decompression cycle, wherein said generating the plurality of selects in 
parallel comprises: 

generating a first select to point to a data byte in the combined history window in response to 
a first token indicating that unconpressed data represented by the first token is the 
data byte; and 

generating a second select to point to a first symbol in the combined history window in 
response to a second token indicating that uncompressed data represented by the 
second token includes the first symbol in the combined history window. 

107. (Original) The memory module of claim 103, wherein the combined history window 
includes an uncompressed plurality of symbols from one or more previous decompression cycles and 
data bytes from the current deconqjression cycle, wherein said generating the plurality of selects in 
parallel comprises: 

generating a first select to point to a first symbol being decon5)ressed from a first token in the 
current decompression cycle, wherein the first select is generated in response to a 
second token indicating that uncompressed data represented by the second token 
includes the first symbol, and wherein the first symbol is not in the combined history 
window. 

108. (Original) The memory module of claim 103, further con5)rising copying a second 
select being generated for the first token to the first select, wherein the second select points to one of 
a symbol in the combined history window or a data byte in the combined history window. 
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109. (Original) A memory module, comprising: 
one or more memory devices for storing data; 

a parallel decompression engine for decompressing compressed data, wherein the compressed 
data comprises a compressed representation of uncompressed data, the uncompressed 
data having a plwality of symbols, wherein the parallel deconq)ression engine 
conq)rises: 

an input for receiving the compressed data, wherein the compressed data comprises 
tokens each describing one or more unconpressed symbols; 

a combined history window comprising a plurality of unconqjressed symbols; 

token examination logic operable to examine a plurality of tokens from the 
conpressed data in parallel in a current decompression cycle; 

prehminary select generation logic operable to generate a plurality of prehminary 
selects in parallel in response to the token examination logic examining the 
plurality of tokens in parallel, wherein each of the plurality of preliminary 
selects points to an uncon:5)ressed symbol in the combined history window or 
to another of the preliminary selects in the current deconq^ression cycle; 

final select generation logic operable to generate a plurality of final selects in parallel 
in response to the preliminary select generation logic generating the plurality 
of prehminary selects, wherein each of the plxirality of final selects points to an 
unconqjressed symbol in the combined history window; 

unconpressed data output logic operable to: 

generate the uncompressed data comprising the uncompressed symbols pointed 

to by the plurality of final selects generated by the second stage; and 
store the uncompressed symbols from the current deconpression cycle in the 

combined history window; and 
an output coupled to the unconpressed data output logic for outputting the 
plurality of xmconpressed symbols in the unconpressed data in 
response to the decompression of the plurality of tokens. 



-28- 



SerialNo. 09/491,343 



1 10. (Original) The memory module of claim 109, wherein the token examination logic 
includes a plurality of decoders, wherein the decoders are operable to each receive one token from the 

plurality of tokens in the current decompression cycle, and wherein the decoders are operable to: 
generate, for each token, size and coimt information and at least one of a data byte or index 
information; 

wherein the preliminary select generation logic uses the size and count information and at 
least one of the data byte or index information generated by the decoders to generate 
the plurality of preUminary selects in parallel. 

111. (Original) A computer system including a memory controller having an embedded 
parallel deconn)ression engine for decompressing compressed data, wherein the compressed data 
comprises a compressed representation of uncompressed data, the uncon:5)ressed data having a 
pluraUty of symbols, the computer system con5)rising: 

a CPU; 

system memory which stores data used by said CPU for executing one or more applications; 
a memory controller coupled to the system memory and the CPU, wherein the memory 

controller performs memory control functions for the system memory, wherein the 
memory controller includes the parallel decompression engine for decompressing 
compressed data transferred to or from the system memory; 
wherein the parallel decompression engine is operable to: 

receive the compressed data, wherein the compressed data comprises tokens each 

describing one or more uncompressed symbols; 
examine a plurality of tokens from the compressed data in parallel in a current 

decompression cycle; 
generate a plurality of selects in parallel in response to examining the plurality of 

tokens in parallel, wherein each of the plurality of selects points to a symbol in 
a combined history window; 
generate uncompressed data comprising the plurality of symbols; and 
store the uncompressed plurality of symbols from the current decompression cycle in 
the combined history window. 
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1 12. (Original) A conputer system including a memory controller having an embedded 
parallel decompression engine for decompressing compressed data, wherein the compressed data 
comprises a compressed representation of iincon:5)ressed data, the unconqDressed data having a 
pluraUty of symbols, the conqjuter system comprising: 

a CPU; 

system memory which stores data used by said CPU for executing one or more appHcations; 
a memory controller coupled to the system memory and the CPU, wherein the memory 

controller performs memory control functions for the system memory, wherein the 

memory controller includes the parallel deconqjression engine for deconpressing 

compressed data transferred to or from the system memory; 
wherein the parallel decompression engine conq^rises: 

an input for receiving the conq)ressed data, wherein the compressed data con5)rises 
tokens each describing one or more uncompressed symbols; 

a combined history window con5)rising a plurality of uncompressed symbols; 

token examination logic operable to examine a plurality of tokens from the 
compressed data in parallel in a current decompression cycle; 

prehminary select generation logic operable to generate a plurality of preliminary 
selects in parallel in response to the token examination logic examining the 
plurahty of tokens in parallel, wherein each of the plurality of preliminary 
selects points to an unconpressed symbol in the combined history window or 
to another of the preliminary selects in the current decompression cycle; 

final select generation logic operable to generate a plurality of final selects in parallel 
in response to the preliminary select generation logic generating the plurality 
of preliminary selects, wherein each of the plurality of final selects points to an 
uncompressed symbol in the combined history window; 

uncompressed data output logic operable to: 

generate the unconq)ressed data comprising the uncompressed symbols pointed 

to by the plurality of final selects; and 
store the xmcompressed symbols from the current decon:5)ression cycle in the 
combined history window; and 
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an output coupled to the uncompressed data output logic for outputting the 
plurality of uncompressed symbols in the unconqjressed data in 
response to the decompression of the plurality of tokens. 
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